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Read all instruction and safety information before installing your new fan.

SAFETY RULES

1. Before you begininstalling the fan, disconnect the power by removing fuses or
turning off circuit breakers.

2. We recommend installation to be done by Havells authorised electrician. For
installation call customer care numbers.

3. Allow a minimum clearance of 3.0 meter from floor to the trailing edge of the
blade and 0.3 meter (1 ft.) from ceiling to motor.

4. Make sure that ceiling hook for mounting the fan should be strong enough to
take the load of rotating fan (atleast 25 kg).

5. After you install the fan, ensure that all hardware’s are securely tightened to
prevent the fan from falling.

PACKING

The box consists of fan motor assembly and following accessories for
installation. Havells strongly recommend to use of original accessories to
install your product for trouble free performance.

. Fan motor assembly
. A set of 2 canopies

. Under-light kit

. Down-rod

. Set of four blades

. Shackle Assembly

. Remote Control Set
. Hardware Kit

. Instruction Manual
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Mounting Instructions

Step 1- Blade Mounting:
1. Align blade holes to the motor holes as shown in fig1.
2. Fasten blade screws securely. Mount all four blades.
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Step 2- Fixing The Under-light Plate:

1. Twist and pull under-light cover from the under-light unit to remove the under-light cover as per figure -2. Keep the
cover safely.

2. Mount the Under-light plate to the shaft with the help of washers, hex nut and lock nut-as shownin
figure -3 and join the provided connection on PCB & fan resp.
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Mounting Instructions
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STEP 3- FIXING DOWN-ROD:

1. Pass supply wire from ceiling through down-rod and connect to wires from PCB through connector

2. Place down-rod on the shaft. Align down-rod holes to the shaft hole as shown in fig-4 and detail - B.

3. Place aluminum spacer on either side of the hole, insert hex bolt followed by hex nut, lock nut and split pin as
shown in detail B.
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Mounting Instructions
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Mounting Instructions

Step 4- Fixing Canopies:

1. Slide top and bottom canopy over down-rod as shown in fig. 5
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Mounting Instructions

Step 5. Mounting the fan to ceiling hook:

1. Unscrew the Shackle Assembly, slide the shackle clips over the down rod and rubber pad over the ceiling
hook as shown in figure -6 and detail C.

2. Align the holes, insert the hex bolt through the shackle clips and down rod holes.

3. Insert washer, screw hex nut and lock nut and secure with split pin.

4. Hang the fan by ceiling hook as per fig. 8 & detail B and connect the supply wires.

5. Slide the top canopy up to desired height as shown fig. 8
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Figure 8

Step 6. Fixing the under-light cover:

1. Twist and mount the Under-light cover after
complete assembly, as shown in figure - 9

CAUTION

Make sure to remove
external regulator as use of
external regulator shall damage
the receiver circuit and warranty
shall not be applicable.
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Havells Smart App User Manual

Step 1- Set Up Your Havells Smart App.
1. Make sure the fan is installed according to the instructions and safety guidelines provided in the
Installation Guide.

Download the Havells Smart app available for Android and iOS smart phones.

HAVELLS

‘Havells Smart’ App

Z Download on the GETITON
@& AppsStore § P Google Play

Conditions Apply :

. The fan works with most smart phones having Bluetooth® (BLE) technology.

. The smart phones should be running on OS Version : iOS 8 & above / Android Kitkat & above.
o Visit smart.havells.com/futuro for any further details on compatible smartphones.

3. Create account: Enter user's email address, password and Phone number.

4. Verify the account: Verify by clicking on the link sent on the registered email address.

Login Page New Registration Page

Registration

Get Started

Register
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Step 2- Adding Futuro Fan to Your Smart Network
1. Goto 'Search New Device'.
2. Your device will appear, select the device and add this device to the Smart network.
3.  The Under-light will blink 3 times, conforming the Havells Smart App association to Futuro fan.
If any problem regarding association, please follow Fan Hardware Reset*.
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Fan Hardware Reset*
1. Switch ON the fan for 3 seconds and switch OFF for 2 seconds.
2. Repeat the above step 4 times to reset the Fan settings.
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Step 3 - Control & Customize the Device
1. Add the above selected Device to any Area of your choice.
2. User can add custom Photograph if desired, to the Area.

3. Control the fan with Slide Bar button and open “Device” for detail control features.
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/Fan Controller Page
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Step 4 - Control Timer Feature

1. In Control Menu, open Fan Timer for timer setting/deletion.
2. Each connected Device can have individual Timer.
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Step 5 - Adding Multiple/Family User

1. Master User can add up to 8 members in the Smart network.
2. Master user can invite for Admin/Guest* level user.

*Master User: can control, add/remove device & Area, as well as user.
Admin User: can control, add/remove device & Area.
Guest User: can control device & Area.

/Add New User Screen G List of User’s Network Information  ([GEHE) \

Master's Users

Add New User

Master User's Name.

Guest Usar's Name.

Havells Infrared Remote Manual
Step 1: Remove Battery's Sleeve before Use.

Step 2: Point the Remote toward fan for various operation.
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Havells India Ltd.
QRG Tower, 2D, Sector-126, Expressway, Noida - 201 304. U.P. (INDIA)

For Consumer Complaint, Contact
QRG Towers, 2D, Sector-126,
Expressway, Noida - 201 304. U.P. (INDIA)
Toll Free No. 1800 11 0303, 1800 103 1313
E-mail : customercare@havells.com, www.havells.com

REGIONAL & BRANCH OFFICES:
NORTH - REGIONAL OFFICE: Corporate Office: QRG Towers, 2D, Sector-126, Expressway, Noida-201304,

Tel: 0120-3331000, Delhi: Tel: 011-47676700, 23888200, Chandigarh: Tel: 0172-4232400-401, Dehradun: Tel:
0135-6670202, Noida / Haryana: Tel: 0120-3331000, Ludhiana: Tel: 0161-4676000 / 24, Jammu: Tel: 0191-
2478330, 2479330, Sri Nagar: Tel: 0194-2490431, Jaipur: Tel: 0141-3914645, 3988210 Jodhpur: Tel: 0291-
9214201640/45, Lucknow: Tel: 0522-6672100, Kanpur: Tel: 0512-6710400, 6710409

EAST -REGIONAL OFFICE
Kolkata: ICC Tower, 5th Floor, 4 India Exchange Place, Kolkata-700001, Tel: 033-40129851/ 52,

Bhubaneshwar: Tel: 0674-6668101/102/103/104, Guwahati: Tel: 0361-2134521, 2458923, 2460355, Siliguri:
Tel: 0353-2525907, Ranchi: 0651-2244861, 2244862, 2244864, 2244868, 2244869, Jamshedpur: Tel: 0657-
6542492, 09234369436, Patna: Tel: 0612-2207221, 2207222, 2207223, 2655518

WEST - REGIONAL OFFICE
Mumbai: 1271, Solitaire Corporate Park, Bldg. No. 12, 7th Floor, Andheri - Ghatkopar Link Road, Chakala,

Andheri (East), Mumbai- 400093. Ph.: 022 - 67298600-602, Ahmedabad: Tel: 079-40061111, 40507700,
40507777, Indore: Tel: 0731-2572340-41, 4009998 (Airtel), Rajkot: Tel: 0281-2481112, 2921212, Nagpur: Tel:
0712-2240932, 2242692, 2242699, Pune: Tel: 020-64016413 / 14, Raipur: Tel: 0771-4243400 / 01, Surat: Tel:

0261-2350137,9979890137,
Jabalpur: Tel: 0761-4064491

SOUTH -REGIONAL OFFICE:
Chennai: Sigapi Achi Building, No. 18 / 3, 6th Floor, Rukmani Lakshmipathy Road, Egmore, Chennai-600008,

Tel: 044-42280600, 605, Bangalore: Tel: 080-49075000, Coimbatore: Tel: 0422-4550200, 2305199, 2306199,
Hyderabad: Tel: 040-27533372, 27533355, 27533632, 66320407/0408/6401/6402, Kochi: Tel: 0484-4099000,
Vishakapatnam: Tel: 0891-6514339, Vizag: Tel: 0891-6514339, Vijayawada: Tel: +91-9247058847/57, Calicut:
0495-4019194, Madurai: 0452-4267022, Trivandrum:  0471-4015323, Hubli: 0836-4248600, Trichy:
09944460160

Representative Offices: « Goa * Solapur « Gwalior « Kathmandu < Bhopal
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